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Plaza Wall Planter Kits
EASY 4 STEP KIT

Purchase as a kit with pre-cut blocks

Pallet Weight: 2100 lbs.
Outside Dimensions: 52” x 72” x 14 1/2” H
Inside Dimensions: 36” x 56” x 14 1/2” H
Topsoil Requirements: 15 cu. ft.

1st Row: 18 blocks
2nd Row: 16 blocks + 4 cut pieces
3rd Row: 18 blocks
4th Row: 26 caps

3rd Row 4th - Cap Row

1st Row 2nd Row

shows pre-cut blocks (included), row 2 position

Installation information:
- prepare the area where the planter kit will be installed by digging a trench 12 inches wide and 4 inches deep for the entire outside 
dimensions of the planter. Install, level and compact, 3 inches of base material. Spread 1” of loose base material over the compact-
ed base to make leveling the first row easier. Proceed to install and level the plaza wall units as shown in the 1st row diagram. The 
2nd row requires the installation of 4 cut plaza wall units as shown. Row 3 is the same install pattern as row 1. Install the poly sheet 
supplied with the kit to contain the soil. Start by covering 1/2 of the top of the block on Row 3, then drape the poly down the entire 
inside of the planter. Use some adhesive to hold the poly in place until the caps are installed in Row 4. Row 4 is the capping row which 
results in a small overhang on the outside wall area. If desired, the caps can be adhered to the wall by using a landscape adhesive 
available at most home improvement centers.


